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2. COMMUNICATIONS

EPA/ARB Liaison Representatives in the U.S.

Tianbing Sun (Motolabs Corp.)

1621 Gilsam Ave. Rochester Hills, MI 48309

Telephone number: (248) 495-3673

Fax Number: (248) 853-6621

E-mail: motolabsEPA@gmail.com

For purposes of completing the necessary application(s) for certification, comments or questions

related to testing should be directed to:

Zhu Di

National Motorcycle Quality Supervisory & Testing Center (Tianjin)

In Tianjin University, Nankai District, Tianjin, China

The importer contact information:

Ron Reed, President

Jinling International, Inc.

4884 Coldstream Dr.

Atlanta, GA 30360
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3. CONFIDENTIAL STATEMENT

This application and attachments include specific proprietary information concerning Jinling

International, Inc.’s future sales, product plans, and designs. (The confidential information will be

listed below) This information is extremely competition sensitive and has not been shared with our

competitors or the public. Jinling International, Inc. therefore respectfully requests confidential

treatment, pursuant to 5 U.S.C. Section 552(b) (4) 18 U.S.C Section 1905, and the Agency’s

regulations in 40 CFR 86, 90, and 1051 and CARB Title 13 Section 1958.

If you do not agree with our characterization of this material as confidential information, or if a request

for disclosure of any or all of this material is received under the Freedom of Information Act or any

other statute or regulation, we request that we be given notice and, if necessary, an opportunity to

further explain its confidential nature and the reasons for not disclosing it to the public.

Confidential Information list:

Sales and production plan for this Engine Family for 2017 model year;
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4. MAINTENANCE AND WARRANTY

Owner’s Manuals

Owner’s Manuals will be submitted to EPA upon request and furnished to consumes at the time of purchase, in

accordance with 40 CFR 86 412-78(a).
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6. COMPLIANCE STATEMENTS

Altitude Performance Adjustments

The conditions of 86.1604(a) (1) and (a) (2) are not caused by and vehicle performance is unchanged or

improved by the performance of these high altitude adjustment procedures. These high altitude

adjustment procedures are in compliance with Section 202 (a) (4) (A) of the Act, which prohibits

vehicles from causing any unreasonable risks to public health, welfare and safety.

Labeling

The label and any adhesives used on 2017 model year Jinling International, Inc. All-Terrain Vehicles are

designed to withstand the All-Terrain Vehicle’s total expected life, and typical vehicle environmental

conditions in the area where the label is attached. The labels are affixed in a readily accessible location.

Vehicle Emission Control Information (VECI) Label for Engine Family:

HJIIX.2494LC

Notes:

1. Labels are applied after the vehicle is assembled.

2. The label will be located on the frame.

3. The labels are permanently affixed and cannot be removed without destroying the label and any painted

surface.
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JINLING INTERNATIONAL, INC.

Consumer hang tag for Engine Family:

HJIIX.2494LC
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JLA-21

JLA-12





 
 

 

 

 

Test Report 
Test Report  No: NMTC(TJ)(EP)WT-1508006 

Total  pages: 19 

 

(PDF Edition) 

 

 

Name of product All-terrain Vehicle 

Model of product JLA-21 

Client Yongkang Jinling Vehicle Co., LTD. 

Class of test Entrusted Test 

 

 

 

 

Tested by NMTC(TJ) 

National Motorcycle Quality Supervisory & Testing Center (Tianjin) 

June 2016 

 



   

Notes  

 

1. Only by sealing the report with “检验专用章” (seal specially for 

test report) or seal of test service can it be valid. 

2. The test report cannot be copied without the formal and written 

permission by the test service. 

3. The test report is invalid if there are no signatures of person to 

prepared, person to reviewed, and person to approved. 

4. The test report is invalid if it is altered. 

5. If there are objections, you should appeal to the test service 

within the stipulated period. 

6. The test report only applies to the sample. 

Information of NMTC(TJ) 

Address:  In Tianjin University, Nankai District, Tianjin, China 

Tel:      0086-22-27406984   27404944   27404470 

Fax:      0086-22-27407628 

Post Code: 300072 

Email:    zhudi@tju.edu.cn 

Website:  http://www.cnmtctj.com 

Information of the Client       

Name:    Yongkang Jinling Vehicle Co., LTD. 

Address:  No.228, Chengxin Rd, Hardware Science & Technology Industrial Zone, 

Yongkang City, Zhejiang Province. China 

Tel:      0086-0571-28999537 

Email:    chen@wdservice.cn
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Basic Test Information 

 

Name of Product All-terrain Vehicle Model of Product JLA-21 

Client Yongkang Jinling Vehicle Co., LTD. 

Manufacturer Yongkang Jinling Vehicle Co., LTD. 

Trade Mark JINLING Class of Test Entrusted test 

Date of Sample 

Arrival 
2015-08-26 

Number of Samples One All-terrain Vehicle 

Sample Sender Client 

Emission test 

Date of 

Test 

Driving 

Distance 

(km) 

Exhaust emission test Evaporative emission test 

CO  

(g/km) 

HC  

(g/km) 

NOx  

(g/km) 

CO2 

(g/km) 

CH4  

(g/km) 

N2O 

(g/km) 

DBL 

(g/test) 

HSL 

(g/test) 

TOTAL  

(g/test) 

2016-03-18 241 8.451 0.510 0.150 68.831 0.048 0.063 / / / 

2016-05-26 10000 6.831 0.465 0.208 80.929 / / / / / 

/ / / / / / / / / / / 

/ / / / / / / / / / / 

Reference 
Standards 

 

 

40 CFR PART1051 

                                          Issued on:  June 16
th

, 2016 

         Seal of NMTC(TJ) 

Approved by Reviewed by Prepared by 

(Name) He Wenjie (Name) Zhu Di (Name) Guo Jin 

Signature 
 

Signature 
 

Signature 
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The Record of EPA Emission& Evaporative Emission Test   

Model:        JLA-21              Mileage Accumulation (km):      241           

Cell Number:      E/N4    Test Number of exhaust emission test:     JLA-21-240km    

Test Number of evaporation emission test:             /             

Vehicle Information 

Manufacturer Yongkang Jinling Vehicle Co., LTD. Test Date 2016-03-18 

VIN L6BSDNLLXBJ090731 Engine Family Name HJIIX.2494LC 

Engine Number LC172MMJZ011887 Vehicle Type All-terrain Vehicle 

Engine Displacement (cc) 249.4 Fuel System Carburetor 

Idle Speed (rpm) 1500±150 Driving wheel tyre pressure (kPa) 103/103 

Curb Mass (kg) 186 Fuel Tank Capacity (L) 8 

Transmission Type Manual Inertial Mass (kg) 270 

Emission Control System TWC, PAIR Test Purpose EPA TEST 

Control Valve No. HF Catalyst Model/Number DP88225/1 

Catalytic Location In the exhaust pipe Catalyst Dimension(mm) Φ42×100 

Catalyst Configuration Single Carburetor No. PZ30 

Fuel Injector No. / O2 Sensor No. / 

ECU No. / Throttle Position Sensor No. / 

Test procedure 

Items Time Value/Remark 

Fuel drain & fill 2016-03-17  16:33 4.0 L 

Curb Weight 2016-03-17  16:38 185.5 kg 

Driving wheel tyre pressure 2016-03-17  16:53 105/105 kPa 

Preconditioning 2016-03-17  16:58     / 

Cold soak parking 2016-03-17  17:24  TO  2016-03-18  14:02  / 

Fuel drain & fill / Oil Temp  / °C 

Diurnal test / / 

Exhaust emission test 2016-03-18  14:12 Oil Temp 25.5°C 

Hot soak enclosure test / / 

The record of coast down time 

Description on coast down 

Set inertia load of dynamometer as 270 kg. Coastdown can be 

implemented continuously until 70 to 60 km/h coastdown calibration 

time meets allowable tolerance between 5.6 seconds and 6.1 seconds. 

Test Purpose Preconditioning Emission Test 

Actual Time 5.73 s                                            5.72 s                                            

Result □√ OK       □ NG □√ OK       □ NG 

 

 

Executant:                   Check:                     Date:     2016-03-18      
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The Record of Emission Test Result  

 

PHASE REPORTS

Test Information
Test Cell E/N4 Vehicle Model JLA-21

Test No. JLA-21-240km Vehicle ID L6BSDNLLXBJ090731

Operator Qiu Pengxu Engine Code LC172MMJZ011887

Driver Wang Yudong Driving Wheel Pressure(kPa)    105/105

Test Date 2016-3-18 14:12 Inertia(kg)               270

Customer Yongkang Jinling Vehicle Co., LTD. Loaded Vehicle Mass(kg)       265.5

Remarks EPA Trusted Test Fuel System Carburetor

Test Cycle Appendix I(b) to Part 86 Fuel Density(kg/L)   0.743

Fuel Type Gasoline Fuel Model            EPA

Manufacturer Yongkang Jinling Vehicle Co., LTD. Idle Speed(rpm)      1500±150

Test Conditions Phase 1 Phase 2 Phase 3
Test Time (sec) 505 867 505

Temperature（deg C） 25.7 27.1 27.6

Relative Humidity（%） 26.0 24.6 24.2

Barometric Pressure（kPa） 101.1 101.1 101.1

Distance（km） 4.653 6.237 4.663

CVS Volume（m^3 20deg） 49.737 85.154 49.658

Avg.CVS Flow Rate（m^3/min） 5.910 5.894 5.890

Dillution Factor 27.4793 35.0061 28.0852

Absolute Humidity（g/kg） 5.3347 5.4765 5.5514

Hum. Corr. Factor 0.8497 0.8531 0.8549

Bag Results CO CO2 THC NOx CH4 N2O

Phase 1 (ppm) (%) (ppm) (ppm) (ppm) (ppm)

Sample 394.296 0.441 78.755 10.880 6.173 3.543

Ambient 2.778 0.049 5.308 0.097 2.325 1.429

Net Concentration 384.980 0.394 73.640 10.787 3.933 2.166

Phase 2 (ppm) (%) (ppm) (ppm) (ppm) (ppm)

Sample 690.319 0.307 77.154 4.949 8.693 4.387

Ambient 3.416 0.050 6.798 0.080 2.324 1.414

Net Concentration 677.459 0.258 70.550 4.871 6.435 3.013

Phase 3 (ppm) (%) (ppm) (ppm) (ppm) (ppm)

Sample 476.683 0.422 82.109 12.637 7.850 3.803

Ambient 3.450 0.051 10.024 0.116 2.329 1.374

Net Concentration 465.784 0.373 72.442 12.525 5.604 2.478

Mass Results（g） CO CO2 THC NOx CH4 N2O

Phase 1 22.288 358.416 2.113 0.872 0.131 0.197

Phase 2 67.149 402.714 3.465 0.677 0.366 0.470

Phase 3 26.923 338.793 2.075 1.017 0.186 0.225

Weighted（Phase 1，2，3） 116.360 1099.923 7.653 2.566 0.682 0.892

Weighted Mass Results（g/km） CO CO2 THC NOx CH4 N2O

Phase 1 4.790 77.023 0.454 0.187 0.028 0.042

Phase 2 10.767 64.573 0.556 0.109 0.059 0.075

Phase 3 5.773 72.650 0.445 0.218 0.040 0.048

Weighted（Phase 1，2，3） 8.451 68.831 0.510 0.150 0.048 0.063

Fuel Consumption L/100km M/G

Phase 1 3.448 68.210

Phase 2 3.339 70.450

Phase 3 3.334 70.553

Weighted（Phase 1，2，3） 3.377 69.648

Executant： Check：
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Driver's Trace 

Test Number of exhaust emission test: JLA-21-240km 

Graphic Symbol: 
Actual Speed (km/h) 

Standard Speed (km/h) 

Driving Trace: 

 

Transient Cold Start Phase: 

 

Stabilized Cold Start Phase: 

 

Transient Hot Start Phase: 

 

Note:                               / 
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The Record of EPA Emission& Evaporative Emission Test   

Model:        JLA-21              Mileage Accumulation (km):      10000       

Cell Number:      E/N4   Test Number of exhaust emission test:    JLA-21-10000km  

Test Number of evaporation emission test:              /             

Vehicle Information 

Manufacturer Yongkang Jinling Vehicle Co., LTD. Test Date 2016-05-26 

VIN L6BSDNLLXBJ090731 Engine Family Name HJIIX.2494LC 

Engine Number LC172MMJZ011887 Vehicle Type All-terrain Vehicle 

Engine Displacement (cc) 249.4 Fuel System Carburetor 

Idle Speed (rpm) 1500±150 Driving wheel tyre pressure (kPa) 103/103 

Curb Mass (kg) 186 Fuel Tank Capacity (L) 8 

Transmission Type Manual Inertial Mass (kg) 270 

Emission Control System TWC, PAIR Test Purpose EPA TEST 

Control Valve No. HF Catalyst Model/Number DP88225/1 

Catalytic Location In the exhaust pipe Catalyst Dimension(mm) Φ42×100 

Catalyst Configuration Single Carburetor No. PZ30 

Fuel Injector No. / O2 Sensor No. / 

ECU No. / Throttle Position Sensor No. / 

Test procedure 

Items Time Value/Remark 

Fuel drain & fill 2016-05-25  16:24 4.0 L 

Curb Weight 2016-05-25  16:31 185.8 kg 

Driving wheel tyre pressure 2016-05-25  16:50 105/105 kPa 

Preconditioning 2016-05-25  16:59     / 

Cold soak parking 2016-05-25  17:25  TO  2016-05-26  09:36  / 

Fuel drain & fill / Oil Temp  / °C 

Diurnal test / / 

Exhaust emission test 2016-05-26  09:44 Oil Temp 25.7°C 

Hot soak enclosure test / / 

The record of coast down time 

Description on coast down 

Set inertia load of dynamometer as 270 kg. Coastdown can be 

implemented continuously until 70 to 60 km/h coastdown calibration 

time meets allowable tolerance between 5.6 seconds and 6.1 seconds. 

Test Purpose Preconditioning Emission Test 

Actual Time 5.73 s                                            5.88 s                                            

Result □√ OK       □ NG □√ OK       □ NG 

 

 

 

Executant:                   Check:                     Date:     2016-05-26      
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The Record of Emission Test Result 

PHASE REPORTS

Test Information
Test Cell E/N4 Vehicle Model JLA-21

Test No. JLA-21-10000km Vehicle ID L6BSDNLLXBJ090731

Operator Qiu Pengxu Engine Code LC172MMJZ011887

Driver Wang Yudong Driving Wheel Pressure(kPa)    105/105

Test Date 2016-5-26 9:44 Inertia(kg)               270

Customer Yongkang Jinling Vehicle Co., LTD. Loaded Vehicle Mass(kg)       265.8

Remarks EPA Trusted Test Fuel System Carburetor

Test Cycle Appendix I(b) to Part 86 Fuel Density(kg/L)   0.743

Fuel Type Gasoline Fuel Model            EPA

Manufacturer Yongkang Jinling Vehicle Co., LTD. Idle Speed(rpm)      1500±150

Test Conditions Phase 1 Phase 2 Phase 3
Test Time (sec) 505 867 505

Temperature（deg C） 26.0 26.9 26.4

Relative Humidity（%） 26.8 25.4 25.8

Barometric Pressure（kPa） 101.0 101.0 101.0

Distance（km） 4.635 6.208 4.663

CVS Volume（m^3 20deg） 49.694 85.134 49.721

Avg.CVS Flow Rate（m^3/min） 5.904 5.892 5.901

Dillution Factor 26.0997 31.5031 26.4671

Absolute Humidity（g/kg） 5.5942 5.5963 5.5277

Hum. Corr. Factor 0.8559 0.8560 0.8543

Bag Results CO CO2 THC NOx

Phase 1 (ppm) (%) (ppm) (ppm)

Sample 385.395 0.468 75.579 12.963

Ambient 1.577 0.047 3.206 0.179

Net Concentration 377.079 0.423 72.496 12.791

Phase 2 (ppm) (%) (ppm) (ppm)

Sample 515.118 0.368 66.310 8.065

Ambient 2.899 0.047 4.126 0.166

Net Concentration 504.458 0.322 62.315 7.904

Phase 3 (ppm) (%) (ppm) (ppm)

Sample 459.018 0.454 71.715 15.594

Ambient 2.305 0.049 5.220 0.190

Net Concentration 448.980 0.407 66.692 15.411

Mass Results（g） CO CO2 THC NOx

Phase 1 21.812 384.495 2.078 1.041

Phase 2 49.990 502.427 3.060 1.102

Phase 3 25.985 370.192 1.913 1.252

Weighted（Phase 1，2，3） 97.786 1257.114 7.051 3.395

Weighted Mass Results（g/km） CO CO2 THC NOx

Phase 1 4.706 82.956 0.448 0.225

Phase 2 8.053 80.939 0.493 0.178

Phase 3 5.572 79.381 0.410 0.269

Weighted（Phase 1，2，3） 6.831 80.929 0.465 0.208

Fuel Consumption L/100km M/G

Phase 1 3.680 63.911

Phase 2 3.816 61.639

Phase 3 3.587 65.580

Weighted（Phase 1，2，3） 3.757 62.612

Executant： Check：
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Driver's Trace 

Test Number of exhaust emission test: JLA-21-10000km 

Graphic Symbol: 
Actual Speed (km/h) 

Standard Speed (km/h) 

Driving Trace: 

 

Transient Cold Start Phase: 

 

Stabilized Cold Start Phase: 

 

Transient Hot Start Phase: 

 

Note:                               / 
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The Record of EPA Durability Test    

 

 

 

Check:_______________                                    Date:    2016.03.25      
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The Record of EPA Durability Test    

 

 

 

Check:_______________                                    Date:    2016.04.01      
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The Record of EPA Durability Test    

 

 

 

Check:_______________                                    Date:    2016.04.11      
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The Record of EPA Durability Test    

 

 

 

Check:_______________                                    Date:    2016.04.17      
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The Record of EPA Durability Test    

 

 

 

Check:_______________                                    Date:    2016.04.23      
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The Record of EPA Durability Test    

 

 

 

Check:_______________                                    Date:    2016.04.29      
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The Record of EPA Durability Test    

 

 

 

Check:_______________                                    Date:    2016.05.08      
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The Record of EPA Durability Test    

 

 

 

Check:_______________                                    Date:    2016.05.14      
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The Record of EPA Durability Test    

 

 

 

Check:_______________                                    Date:    2016.05.20      
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The Record of EPA Durability Test    

 

 

 

Check:_______________                                    Date:    2016.05.24      
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